
BAFFLE (TYP.)

  

STD. # 40.12

SEDIMENT TRAP

IN
LET F

LOW

EARTHEN EMBANKMENT

5’ C
R

E
ST

 W
ID

T
H

OUTLET , CLASS #1 RIP RAP

INLET ZONE

35% OF SURFACE AREA

FIRST CHAMBER

25% OF SURFACE AREA

SECOND CHAMBER

25% OF SURFACE AREA

OUTLET ZONE

15% OF SURFACE AREA

SUPPORT ROPE 

TO WIRE TO

 PREVENT SAGGING

COIR MESH OR SIMILAR , STAPLED OR

TRENCHED INTO BOTTOM OR SIDE

STAKE TO SUPPORT WIRE

SUPPORT POST , 

24" INTO BOTTOM

 OR SIDE

OUTLETINLET

CROSS-SECTION OF A PORUS BAFFLE IN A SEDIMENT BASIN. NOTE THAT THERE IS

 NO WEIR BECAUSE THE WATER FLOWS THROUGH THE BAFFLE MATERIAL.

PERSPECTIVE VIEW

TOP VIEW

POROUS BAFFLES IN A SEDIMENT BASIN. THE FLOW IS DISTRIBUTED EVENLY ACROSS THE BASIN

 TO REDUCE FLOW RATES AND TURBULENCE, RESULTING IN GREATER SEDIMENT RETENTION.

NOTE: SEE N.C. DENR , SECTION 6.65 (BAFFLES)

FOR CONDITIONS WHERE PRACTICE APPLIES,

PLANNING CONSIDERATIONS, DESIGN, 

CONSTRUCTION AND MAINTAINANCE.


